Core Product

Intelligent Network Equisound Speaker

‘_’ (« Characterisitics
: 1.Supports ceiling mounting, ideal for installation
at the center of classrooms.

2.Supports local wireless microphone amplifica-
tion, line input, and Bluetooth audio sources.

3.Six independent volume adjustment channels.

4.Expandable network broadcasting functionality,
compatible with school, county, state, and provin-
cial level management platforms.

( Technical Parameters

Speaker Unit Full Range: 2"x2 Tweeter: 0.75"x2
Sensitivity (1m/W) 86dB(+6dB)

Total Harmonic Distortion <0.5%

Standby Power Consumption =7W

Power Supply Voltage AC100-240V 50-60Hz

Frequency Response Range 100Hz-16KHz

Maximum Sound Pressure Level (1m) 100dB+3dB SP ON
Amplifier Output Power Tweeter 30W, Woofer 120W

Operating Temperature 0°C-55°C

Operating Humidity 10%-90% RH (non-condensing) Innovate for Secu rlty
Product Dimensions, Net Weight 235X200X204(excluding mounting bracket). 3kg

Wireless Microphone

O

UHF Ear-hook UHF Pen-type
Wireless Microphone Wireless Microphone

( Characterisitics:

1.Supports UHF frequency band pairing mode; automatically searches channels and
pairs upon startup.

2.Embedded with specific audio algorithms for strong mid-frequency penetration and
effective feedback suppression.

3.Equipped with standard Type-C and Micro-USB interfaces for charging and audio . SI_DON e IEL 188
input; also supports connection with headset or earphones (earphone included). R O e
i e @ www.sponcomm.com , +86-731-8557-0190

4.Built-in large-capacity lithium battery; 10 minutes of charging provides up to 2 class © No.70, Nantang Road, High-tech Zone, Changsha, China.

periods (each class period lasts 40 minutes); ear-hook microphone provides up to 5 Ko -
hours of continuous use on full charge, while pen-type microphone provides up to 8 ; f X > in
hours of continuous use on full charge.




MASKING EFFECTS

Due to the masking effect, students in the back rows may struggle to understand the
teacher's lectures, leading to reduced concentration and potential academic decline.
Balancing fair seating and the school's goal of high college admission rates poses a
challenging contradiction.

Further research is needed to explore ways to ensure equal listening experiences for all
students in the classroom.

REQUIREMENT ANALYSIS

Simple-to-use amplification, hassle-free wireless microphone wear, ensuring effortless
speech. Stable amplification gear for consistent use, compatible wireless microphones
for versatile speaker pairing.

Student Requirements

Amplification equipment ensures classroom-wide sound coverage, guaranteeing
students can hear clearly and safely. Sound levels are within safe ranges to protect
hearing health.

Requirements of Students Requirements of Teachers

PRODUCT INTRODUCTION

Curved Speaker Arrays-----

Equalized Sound Amplification

Consistent, Even Healthy Sound Coverage

SPL Difference < 2dB----,
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Intelligent Network Equisound Speaker

The Intelligent Network Equisound Speaker is an innova-
tive product combining audio, wireless communication,
and smart control. Using advanced algorithms, it
ensures balanced sound coverage at healthy levels,
solving educational challenges in schools.

Interface Function Description

Top Ports -«

@ Microphone 1 Status
@ Bluetooth Status

Power Supply © Operational Status
(AC 220V Input) O Fault Status

© 2nd Microphone Status

Ethernet Port Status Indicator
LAN/WAN Lights

Local Bluetooth Line Input Multi-channel App Parameter
Amplification Audio Source Mixing Adjustment

PRODUCT APPLICATION

Full Coverage Multimedia Teaching

Simultaneous support for multiple input and output channels, connecting various audio input
terminals such as mobile phones, tablets, computers, and integrated teaching machines.
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UHF Wireless
Microphone

Auxiliary Speaker
(for larger spaces, optional)

Wired or
Line Output Wireless Network ‘ @

Recording and XC-9000 or NXT cloud PA
Broadcasting System

®

Uniform Sound Field

| |

Just one speaker installation suffices for classroom use, ensuring a sound field unifor-
mity of =2dB throughout the space, enabling easy teacher speech and clear student
listening.

Comfortable Ear Protection

Use the mobile app to adjust speaker settings according to classroom size, ensuring
safe, healthy sound levels in every corner, reducing hearing risks.

One Teacher, One Mic

The intelligent network equisound speaker supports multiple wireless microphones for
simultaneous use. Teachers can bring their own microphone and easily synchronize it
with the speaker in any classroom, promoting the "one teacher, one mic" approach.

Multimedia Amplification

The Intelligent Network Equisound Speaker supports Bluetooth and line-in audio
sources, meeting multimedia amplification needs without wiring, compatible with
various devices for convenience.

High-fidelity Vocal Reproduction

Utilizing a 24kHz sampling rate to ensure the quality of vocal sound, coupled with audio
algorithm processing pre and post-transmission, guaranteeing high-fidelity audio
performance.

Mobile APP Management

The Intelligent Network Equisound Speaker supports mobile app management,
enabling easy setup and configuration via near-field communication with smartphones,
streamlining installation for users.



