


DUAL-CHANNEL DIGITAL POWER AMPLIFIER

SAP-D2350/SA

Product Features

P-D2500/SAP-D2700/SAP-D2100A/SAP-D2150A

« Excellent operational stability with an efficient cooling system

« Transparent, clear, and natural sound quality with low distortion

« High-quality components and materials for superior durability

« Excellent craftsmanship wi

« Professional, stylish, and e

th a professional circuit design and neat layout

legant appearance

« High efficiency, high sound quality, compact design

« Utilizes high-quality components and Ground Lift grounding technology

« Features protection agains

Technical Specifications

t short circuits, no-load conditions, switching, and wireless frequency interference

SAP-D2350 SAP-D2500 SAP-D2700 SAP-D2100A SAP-D2150A
Number of channels: 2 channel
Circuit type: AB class
8Q: 400W x 2, 8Q: 600W x 2 8Q: 800W x 2 8Q: 1000W x 2 80: 1200W x 2
4Q: 600W x 2 4Q: 1000W x 2 4Q:1200W x 2 4Q:1350W x 2 4Q): 1800W x 2

Output power:

Bridge output power 8Q:  Bridge output power 8Q:  Bridge output power 8Q: Bridge output power 8Q:  Bridge output power 8Q:

POWER AMPLIFIER
SAP-D2160A

Product Features

« Utilizes Class-D audio amplification circuit, powered by a transformer
« Delivers detailed, layered mid and high frequencies, with low distortion and coloration-free sound

¢ Incorporates a temperature control microcontroller to prevent overheating

« Features a unique protection circuit design, including protection against DC, overheat, overload, and clipping, as well as overvolt-

age and undervoltage protection for prolonged device use

« Rear panel toggle switch for selecting stereo mode, bridge mode, or parallel mode, providing versatility in operation

Technical Specifications

Stereo Output Power 8Q: 1600Wx2
Stereo Output Power 4Q: 2850Wx2
Bridge Power 8Q: 4000W
Maximum Output Voltage: 103V
Maximum Output Current: 25A

Input Sensitivity: 0.775V/1V/1.4V

Total Harmonic Distortion at TkHz and below 1dB clipping: ~ <0.008 %

1200W 1800W 2300W 2700W 3000W
Frequency response: 20-20000Hz (+0.3dB)
Voltage gain: 31dB 33dB 34dB 36dB 36dB
Input sensitivity: 0db (0.775V rms) 1.0V/26dB
Conversion rate: 210V/us
Damping factor: 2200:1
Channel isolation: -75dB@1KHz
Signal-to-noise ratio: >100dB
Total harmonic distortion: <0.5%, (20-20K Hz)
Intermodulation distortion: = 0.35%

Input interface:

XLR female connectors * 2

Output interface:

SpeakON connectors * 2, terminal blocks * 2

Product dimensions:

483x88x360mm(Width x Height x Depth)

Net weight:

12.6Kg 13.2Kg 14.5Kg 15.3Kg 20.5Kg

Protection functions:
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Fully automatic protection design: short circuit protection, overload protection, overheat protection, DC protection,
anti-interference, switch protection, mute, limiter

Total Harmonic Distortion 20Hz-20kHz at TW: <0.05 %

Signal-to-Noise Ratio: >112 dBA

Signal Channel Separation (Crosstalk) at TkHz: >70 dB

Frequency Response Range: 20-20000Hz (+0.3dB)

Damping Factor: > 400 8Q

Input Impedance Balanced/Unbalanced: 20 /10 kohm

Analog Channel I/O: 4x3-pin XLR (Canon), electronically balanced input

Output Connectors: SpeakON Neutrik(1 x NLT8, combined 2 x NLT4)

Indicators: Independent LED indicators per channel: VPL, CPL, VHF, Overtemperature, Fault, Mute
Protection Functions: CAL, VHF, DC, Short Circuit, CLV Protection, Temperature Limiting Protection
Nominal Voltage: 220 Volt AC 50 Hz

Operating Voltage: 190-250V AC

Net Weight: 22.3Kg

Dimensions (W*H*D) : 483%132+385mm

Outer Packaging Dimensions : 550%505%192mm
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. 4-UNIT LINEAR ARRAY COLUMN SPEAKER
Line Array Speaker SAP-L2043H
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Technical Specifications

Unit 4x3 Inches Coverage Angle (Horizontal*Vertical) 120°*20°

Frequency Response (Hz) 80-18kHz Interface 2*Terminal Blocks

Sensitivity (@1W/1m) 96dB Enclosure Material ABS Plastic

Power/W (Rated/Continuous/Peak) 120W/240W/480W Appearance Craftsmanship Fiberglass

Maximum Sound Pressure Level  116dB Dimensions (Height*Width*Depth) 530x100x150 mm

Peak Sound Pressure Level 122dB Net Weight 3.8 Kg

Impedance 8Q Bracket Installation bracket included in the packaging

4-UNIT LINEAR ARRAY COLUMN SPEAKER
SAP-L4504H WHITE VERSION (SAP-L4504H-W)

Product Features

« Solve the problem of traditional conference room speakers being too large and unattractive when wall-mounted. Frequency response curve

« Address the projection and interference issues of traditional conference room speakers with constant beam technology in line

array column speakers. A SPL vs Freg

« Achieve excellent sound performance for vocal amplification and speech clarity.

Functional Features

« The line array column speaker features a streamlined design, making it aesthetically pleasing and practical, suitable for various

architectural spaces for sound reinforcement with beautiful and melodious sound quality. 413 LRI L
* The circular waveguide at the front and the damping port at the rear of the enclosure create a unique low-frequency heart-shaped
diffusion, delivering crisp and pleasant high frequencies, natural and rich tone performance, and full bass. . . .
Technical Specifications
¢ Equipped with built-in crossover and protection devices.
. o . ) ) ) . . ) . . ) Unit: 4x4.5-inch woofers, 1¥1.5-inch tweeter Coverage Angle (Horizontal*Vertical): 110°*130°
« Uniform distribution of sound pressure levels, ensuring non-piercing near-field listening and clear far-field listening.
Frequency Response (Hz): 100-20KHz Interface: 2*NL4 Speakon (1+/1-)
« Low feedback and howling characteristics due to its full-plane wave nature. Sensitivity (@1W/1m): 08dB Enclosure Material- TBmmIPlyWood
¢ The uncompressed horn design prevents microphone feedback howling. Power/W (Rated/Continuous/Peak): 200W/400W/800W Appearance Craftsmanship: Spray Coating
Maximum Sound Pressure Level: 122.5dB Dimensions : 678*146*150mm
Peak Sound Pressure Level: 131dB Net Weight: 6.2 Kg
Impedance: 8Q Bracket: SAP-L45HZ/SAP-LA5HZ-W Wall Mount Bracket
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6-UNIT LINEAR ARRAY COLUMN SPEAKER -
SAP-L4506H WHITE VERSION (SAP-L4506H-W) Ceiling Speaker

Frequency response curve

=i SPL vs Freq

Technical Specifications

Unit: 6*4.5-inch woofers, 1*1.5-inch tweeter Coverage Angle (Horizontal*Vertical): 110°*130°
Frequency Response (Hz): 100-20KHz Interface: 2*NL4 Speakon (1+/1-)
Sensitivity (@1W/1m): 99dB Enclosure Material: Birch Plywood
Power/W (Rated/Continuous/Peak)240W/480W/960W Appearance Craftsmanship: Spray Coating
Maximum Sound Pressure Level: 123dB Dimensions (Height*Width*Depth): 858+146%150 mm
Peak Sound Pressure Level: 129dB Net Weight: 7.9 Kg
Impedance: 6Q Accessories: SAP-L45HZ Wall Mount Bracket
8-UNIT LINEAR ARRAY COLUMN SPEAKER Funetional Features
SAP-L4508H WHITE VERSION (SAP‘L4508H‘W) « 6-inch/8-inch ceiling recessed speakers, offering cost-effective sound expansion solutions.

« Concealed installation ensures a sleek and elegant appearance.

Frequency response curve . . . . . o . .
* Equipped with professional NBR rubber rings and coaxial horn tweeters, delivering excellent mid-to-low frequency richness,

SPLys Freq smooth and emotionally rich mid-to-high frequency lines, and penetrating high-frequency detail.

« Adjustable constant pressure and constant resistance to meet various sound expansion needs.
« Multiple versions available to accommodate different usage scenarios:
« with steel back cover (suffix G), providing high-fidelity sound quality and fire resistance;

« without steel back cover, suitable for installations with limited ceiling space.

= x u = & % 3 s @ & 1@

Technical Specifications Frequency response curve

Unit: 8+4.5-inch woofers, 1x1.5-inch twe@everage Angle (Horizontal*Vertical):  110°*130° SAP-T65 SAP-T65G SAP-T85 SAP-T85G
Frequency Response (Hz): 100-20KHz Interface: 2*NL4 Speakon (1+/1-) P
Sensitivity (@1W/1m): 100dB Enclosure Material: 15mm Plywood

Power/W (Rated/Continuous/Peak): 300W/600W/1200W Appearance Craftsmanship: Spray Coating

Maximum Sound Pressure Level:  124dB Dimensions (Height*Width*Depth): 1100%146+150mm

Peak Sound Pressure Level: 130dB Net Weight: 10.5 Kg

Impedance: 40 Bracket: SAP-L45HZ Wall Mount Installation Bracket
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SIX-INCH TWO-WAY CEILING-MOUNTED SPEAKER . .
SAP-TBS Q Series Point Source Loudspeaker

— — _—
Low-frequency driver 6-inch paper cone woofer Impedance 8Q
High-frequency driver 0.75-inch silk dome tweeter Coverage Angle (Horizontal*Vertical) 120° Conical
Frequency Response (Hz) 60~20kHz Interface 2*Terminal Post
Sensitivity (@1W/1m) 88dB Enclosure Material ABS Plastic
Continuous Power Handling 30W Dimensions (Outer Diameter*Depth) 23798 mm
Continuous Pressure Handling ~ / Ceiling Cutout Diameter 210 mm
Maximum Sound Pressure Level 102dB Minimum Ceiling Height 100 mm
Peak Sound Pressure Level 105dB Net Weight 1.49 Kg

EIGHT-INCH TWO-WAY CEILING-MOUNTED SPEAKER
SAP-T85

Low-frequency driver 8-inch paper cone woofer Impedance 8Q

High-frequency driver 0.75-inch silk dome tweeter Coverage Angle 110°Conical(Horizontal*Vertical)
Frequency Response (Hz) 60~20kHz Interface 2*Terminal Post

Sensitivity (@1W/1m) 88dB Enclosure Material ABS Plastic

Continuous Power Handling 30W Dimensions 297%127 mm(Quter Diameter*Depth)
Continuous Pressure Handling  / Ceiling Cutout Diameter 260 mm

Maximum Sound Pressure Level 102dB Minimum Ceiling Height 130 mm

Peak Sound Pressure Level 105dB Net Weight 2.5 Kg

Product Features

SIX-INCH TWO-WAY HIGH-FIDELITY COAXIAL CEILING-MOUNTED SPEAKER
SAP-T65G

« Optimized crossover and pre-phase inversion hole design for smooth frequency response and accurate phase imaging.
« Multiple hanging points on the enclosure allow for both horizontal and vertical suspension, offering flexibility and convenience.

« Rotatable high polymer acrylic material for the high-frequency horn, providing clear and transparent sound.

Low-frequency driver 6.5-inch coaxial Impedance 16Q

High-frequency driver e HEnTm Ceme e | Ce s ATeE 120°Conical (Horizonta*Vertical) « High-strength steel mesh with acoustic transparent sponge inside to prevent damage to speaker units from dust and water
Frequency Response (Hz) 50~20kHz Interface 4-core Phoenix connector droplets.

Sensitivity (@1W/1m) 90dB Enclosure Material ABS plastic+titanium steel rear shell * The bottom is equipped with support rod sockets, allowing for the subwoofers to form a compact system.

Continuous Power Handling 50W Dimensions 264%243 mm(OQuter Diameter*Depth) N . )

Continuous Pressure Handling  6.25W/12.5W/25W/50W Ceiling Cutout Diameter 225-242 mm * Customizable waterproof version available.

Maximum Sound Pressure Level 107dB Minimum Ceiling Height 270 mm

Peak Sound Pressure Level 113dB Net Weight 4.2 Kg

Application Scenarios

« Conference halls, multi-purpose venues, command centers, classrooms, banquet halls, upscale clubs, and mobile performances in

EIGHT-INCH TWO-WAY HIGH-FIDELITY COAXIAL CEILING-MOUNTED SPEAKER KTV,
SAP-T85G

Low-frequency driver 8-inch woofer with coaxial tweeter Impedance 8Q

High-frequency driver 1-inch titanium dome tweeter Coverage Angle 120°Conical (Horizontal*Vertical)
Frequency Response (Hz) 50~20kHz Interface 4-core Phoenix connector
Sensitivity (@1W/1m) 91dB Enclosure Material ABS plastic + titanium steel rear shell
Continuous Power Handling 80W Dimensions 320%248 mm

Continuous Pressure Handling ~ 5W/10W/20W/40W/80W Ceiling Cutout Diameter  298mm

Maximum Sound Pressure Level 110dB Minimum Ceiling Height 250 mm

Peak Sound Pressure Level 116dB Net Weight 5.1Kg
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SINGLE 8-INCH FULL-RANGE SPEAKER SINGLE 12-INCH FULL-RANGE SPEAKER

Frequency Response Curve Frequency Response Curve
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Technical Specifications Technical Specifications
Woofer 1x8 inch Coverage Angle 90° * 50°(Horizontal * Vertical): Woofer 1x 12inch Coverage Angle 80° * 50° (Horizontal * Vertical):
Tweeter 1x1.34" horn, rotatable 90° Connectors: 2 * NL4 Speakon (1+/1-) Tweeter 1x1.75" horn, rotatable 90°  Connectors: 2 * NL4 Speakon (1+/1-)
Frequency Response (Hz) 93Hz-20kHz Cabinet Material: High-density MDF Frequency Response (Hz) 68Hz-20kHz Cabinet Material: High-density MDF
Sensitivity (@1W/1m) 95dB Finish: Durable, eco-friendly, water-based flame-retardant paint Sensitivity (@1W/1m) 97dB Finish: Durable, eco-friendly, water-based flame-retardant paint
Power (W) (Rated/Continuous/Peak)  150W/300W/600W Dimensions (H*W*D): 407 * 255 * 260 mm Power (W) (Rated/Continuous/Peak) 400W/800W/1600W Dimensions (H*W *D): 560 * 355 * 360 mm
Maximum SPL 116 dB Net Weight: 10.75 kg Maximum SPL 123 dB Net Weight: 19.6 kg
Peak SPL 122 dB Installation Method: 19 M8 screw suspension points, bottom mount for stand Peak SPL 129 dB Installation Method: 19 M8 screw suspension points, bottom mount for stand
Impedance 30 Accessories: SAP-QZ wall mount bracket Impedance 8Q Accessories: SAP-QZ wall mount bracket
Frequency Response Curve
SAP-Q10 WATERPROOF MODEL (SAP-Q10-FS) Frequency Response Curve SAP-Q15 Waterproof Model (SAP-Q15-FS)
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Technical Specifications . L
P Technical Specifications
Woofer: 1x10inch Coverage Angle 90° * 50°(Horizontal * Vertical): Woofer: 1x15inch Coverage Angle 100° * 70°(Horizontal * Vertical):
Tweeter: 1x1.75" horn, rotatable 90° Connectors: 2 * NL4 Speakon (1+/1-) Tweeter: 1x1.75" horn, rotatable 90° Connectors: 2 * NL8 Speakon (1+/1-)
Frequency Response (Hz): 77Hz-20kHz Cabinet Material: High-density MDF Frequency Response (Hz): 66Hz-19kHz Cabinet Material: High-density MDF
Sensitivity (@1W/1m): 96dB Finish: Durable, eco-friendly, water-based flame-retardant paint Sensitivity (@1W/1m): 98dB Finish: Durable, eco-friendly, water-based flame-retardant paint
Power (W) (Rated/Continuous/Peak) : 300W/600W/1200W Dimensions (H*W*D): 500 * 310 * 310 mm Power (W) (Rated/Continuous/Peak): 450W/900W/1800W Dimensions (H* W * D): 575 * 833 * 700 mm
Maximum SPL: 120 dB Net Weight: 15.5 kg Maximum SPL: 124 dB Net Weight: 30.3 kg
Peak SPL: 126 dB Installation Method: 19 M8 screw suspension points, bottom mount for stand Peak SPL: 130dB Installation Method: 19 M8 screw suspension points, bottom mount for stand
Impedance: 8Q Accessories: SAP-QZ wall mount bracket Impedance: 8Q Accessories: SAP-QZ wall mount bracket
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T Series Point Source Speaker

] ‘

Product Features

» Multi-functional high-power full-range speaker system, available in various specifications to meet different usage requirements.
« Efficient and durable speaker units with horn-type high-frequency design to meet high coverage angle needs.
» Multiple hanging points on the enclosure for versatile vertical or horizontal installation.

* Bottom of the enclosure equipped with support pole socket for pairing with subwoofers to create compact systems.

Application Scenarios

* Conference halls, multipurpose venues, command centers, classrooms, banquet halls
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SINGLE 6.5-INCH FULL-RANGE SPEAKER
SAP-TC65D

Frequency Response Curve
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Technical Specifictions

Woofer 1x6.5 inch Coverage Angle 80°*50° (Horizontal*Vertical)

Tweeter 1x1°F Interface: 2*NL4 Speakon (1+/1-)

Frequency Response (Hz) 80Hz-20kHz Enclosure Material: 15mm Medium Density Fiberboard (MDF)
Sensitivity (@1W/1m) 96dB Exterior Craftsmanship: Black Point Paint

Power (W) (Rated/Continuous/Peak) 120W/240W/480W Dimensions: 230%375%232 mm(Height*Width*Depth)
Maximum SPL 116 dB Net Weight: 8 Kg

Peak SPL 122 dB Installation Method: Wall Mount

Impedance 8Q Accessories: Built-in Wall Mounting Bracket

8-INCH FULL-RANGE SPEAKER
SAP-T8

Frequency Response Curve

Technical Specifictions

Woofer: 1x8 inch Coverage Angle 80°*50°(Horizontal * Vertical)

Tweeter: 1x1.3 inch Interface: 2*NL4 Speakon (1+/1-)

Frequency Response (Hz): 75Hz-20kHz Enclosure Material: 15mm Medium-Density Fiberboard (MDF)
Sensitivity (@1W/1m): 96dB Exterior Craftsmanship: Black Dot Paint

Power (W) (Rated/Continuous/Peak): 150W/300W/600W Dimensions : 442%253%263 mm(Height * Width * Depth)
Maximum SPL: 117 dB Net Weight: 9.5 Kg

Peak SPL: 123 dB Installation Method: 12 M8 Screw Hanging Holes, Bottom Bracket Holes
Impedance: 8Q Accessories: SAP-TZ
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SINGLE 10-INCH FULL-RANGE SPEAKER
SAP-T10 WATERPROOF MODEL (SAP-T10-FS)

Technical Specifications

Frequency Response Curve

| ams

Woofer 1% 10 inch Coverage Angle 80°*50° (Horizontal*Vertical):

Tweeter 1x1.3 inch Interface: 2*NL4 Speakon (1+/1-)

Frequency Response (Hz) 65Hz-20kHz Enclosure Material: 15mm Medium Density Fiberboard (MDF)

Sensitivity (@1W/1m) 96dB Appearance Craftsmanship: Black Point Paint

Power (W) (Rated/Continuous/Peak) 300W/600W/1200W Dimensions 500%310*310 mm(Height*Width*Depth)

Maximum SPL 120 dB Net Weight: 15.5 Kg

Peak SPL 126 dB Installation Method: 12 M8 Screw Suspension Holes, Bottom Bracket Holes
Impedance 8Q Accessories: SAP-TZ

SINGLE 12-INCH FULL-RANGE SPEAKER
SAP-T12 WATERPROOF MODEL (SAP-T12-FS)

Technical Specifications

Frequency Response Curve
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SINGLE 15-INCH FULL-RANGE SPEAKER

SAP-T15 WATERPROOF MODEL (SAP-T15-FS)

Technical Specifications

Frequency Response Curve
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Low-frequency driver: 1 x 15-inch
High-frequency driver: 1% 1.75-inch
Frequency response: 38Hz-19kHz

Sensitivity: 98dB @ TW/1m

Power: 450W/900W/1800W (Rated/Continuous/Peak)
Maximum sound pressure level: 124dB

Peak sound pressure level: 130dB

Impedance: 8Q

Coverage angle:

80°*50° (Horizontal*Vertical)

Interface:

2*NL8 Speakon (1+/1-)

Enclosure material:

18mm Medium-Density Fiberboard (MDF)

Finish: Wear-resistant environmentally friendly water-based flame retardant paint
Dimensions: 710%488%445 mm (Height*Width*Depth)
Net weight: 25 Kg

Mounting method:

12 M8 screw mounting holes for suspension, bottom bracket hole

Accessories:

SAP-TZ

Woofer: 1x12inch Coverage Angle 80°*50°(Horizontal*Vertical):

Tweeter: 1x13inch Interface: 2*NL4 Speakon (1+/1-)

Frequency Response (Hz): 45Hz-20kHz Enclosure Material: 18mm Medium Density Fiberboard (MDF)

Sensitivity (@1W/1m): 97dB Exterior Craftsmanship: Black Point Paint

Power (W) (Rated/Continuous/Peak): 400W/800W/1600W Dimensions: 620+399+365 mm(Height*Width*Depth)

Maximum SPL : 123 dB Net Weight: 19 Kg

Peak SPL: 129 dB Installation Method: 12 M8 Screw Suspension Holes, Bottom Bracket Holes
Impedance: 8Q Accessories: SAP-TZ
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