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End-to-End IP Network
Conference System

Fully Digital, Lossless Transmission
— Simple. Reliable.

System Introduce

- Wired Mode: Wireless Mode:

Built on a pure IP network, the LCN-8000 Series combines wired and wireless hybrid networking, scalable reliability, e
) : : ) Supports daisy-chain, ring, star, or hybrid Equipped with dual-band 2.4G/5.8G Wi-Fi
and smart web control—offering a flexible and robust solution for modern conference halls, government meeting upp e N, g, ' ybri quipped wi . / o

: topologies via Cat6 or above Ethernet cables. ideal for mobile participation. The system
rooms, and enterprise venues.
This flexible wiring adapts to different room balances anti-interference capabilities with
g layouts while ensuring stable signal transmis- high bandwidth, ensuring reliable wireless
’J] [[ — ] ‘ sion and efficient deployment. performance even in complex environments.

Conference Central Control Main Unit Conference Central Control Main Unit Main Unit
Conference Management Server 5G Wi-Fi Network (Master) (Slave)

e — - Hig- 2. High Availability & Versatile Audio Integration
A I
| 6 Seamless Host Expansion & Hot Backup: Flexible Audio Output:
Q :( =( j \\. @ The system allows scalable expansion of @ Offers both analog and Dante digital audio
Backend senice ltform ) Q _( A 4( Q} N( § central units and supports hot backup interfaces, making it compatible with
MDY &

switching in case of failure, ensuring traditional setups as well as advanced
Q Q E 3 é L l L uninterrupted meetings and high system digital AV systems.
Wb anagement i s & ' = reliability.
Mo eer " Connection N Comection S onmecton P Batond Connection o Conrol Interpretaton Systam
CATGCatle i Gable Dedicated Gable 7550 cate @ Professional Multilingual Interpretation: @ Intelligent Voice Routing:

Integrated with 16-channel simultaneous Enables role-based audio channel distribution

Key Features interpretation, ideal for international and (e.g., chairman, delegate, interpreter),
multilingual conferences. preventing crosstalk and ensuring clarity.

1. Pure IP Architecture with Hybrid Networking

) . . o ) Supports zoned sound reinforcement to tailor
Built on a full IP network architecture, the LCN-8000 system overcomes traditional cabling limitations, supporting a

) ) . ) audio coverage across different areas of the
hybrid deployment of IP wired and wireless conference units. g

venue.
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PRODUCT INTRODUCE

RN\ (C1-8000 SERIES

LCN-8000
IP Digital Conference Central Unit

3. Visual Web Management & Intelligent Venue Monitoring

The web-based management platform enables real-time
monitoring of all connected devices and conference
activity. Administrators can customize control panels and

manage the venue dynamically with one-click opera- Recommended Uses

tions, reducing maintenance complexity and improving

Ideal for government chambers, corporate boardrooms,

organizational efficiency.
and international conference centers requiring stable

IP-based audio, multilingual support, and seamless

Multiple Mic simuitaneous [l Multi-Channel
comectionmodes ] ADante Interpretation [l Audio Output

. o system scalability. pe—— =
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* - o o, ., WIS . . Key Features
el Fo  EEEERER N
L ® " « Patented multi-track aggregated IP audio transmission technology; Supports hot-plugging of conference micro-
° . . 5 A 8 ° . . i phones—plug and play.

« Connects up to 8 daisy-chain links or 4 ring links; one host supports up to 128 wired/wireless conference units.

« Compatible with both PoE and non-PoE switches (via extenders).PoE link supports at least 6 daisy-chained units.DC

Seating Plan - Round Table Seating Plan - Rectangular Table

power link supports at least 20 daisy-chained units.
« Seamless dual-host failover and scalable architecture.

Terminal info e 2.4G /5.8G Wi-Fi 6 communication with 128-bit encryption.

Parameter Settings l Generate All Seats ® (inline # ofiline ® Speaking Sarvices Chack-in Voting . 48kHZ |OSSIeSS d|g|ta| aUdiO, traﬂsmission |ateﬂcy <1oms.

Progress Report on  “XXXXXX Agenda

- W Chairman - I Moderator ™ BB Chaimear ™ IR Chairmar _ iai i
m John Smith m Carlos Garcia ﬂ Jean Dupont ﬁ Thomas Miiller Vetkag i Brogness DUal Channel Dante dlgltal aUle |/O
PR = 2 sma @B == 2 % 2 B AR 180 Supports sign-in, voting, and simultaneous interpretation.
- 16 analog i f 161 hannel
@ | Eciane ™ e ™ e ® o analog inputs Tor up to 16 language channels.
& vom QP ‘owsia PYGRTIL By MorcoRoss votes Pencing 60 S
16 analog outputs for role-based or zoned audio distribution.
o 2 & ol [ & ] o W ooy 2 W= O 2 ; 7
Voting Results Total Participants: 60 . X
Rpproe Ve a0 « Supports video tracking for up to 8 cameras.
- :?h:l‘::“w o] R Delepats ~ e o . . .
B8 Vit q» =5 P : » USB recording with up to 64GB U-disk support.
o Q = il & Number of Abstentions 0 L . . . . .
« Built-in USB sound card for easy integration with remote video conferencing platforms.

ENE « Individual or unified adjustment of each unit's role settings, input gain, AGC, and EQ.
« Web interface displays active/inactive status, participant names, and battery levels of wireless units. Tea service
request feature: track service requests via the web dashboard and identify which participant made the request for

timely response.

Terminal Information
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LCN-8003C / LCN-8003D / LCN-8003CW / LCN-8003DW
Conference Array Microphone

Recommended Uses

Designed for formal conferences, multilingual meetings, and

hybrid boardrooms requiring crystal-clear voice pickup, Al noise

suppression, and flexible wired/wireless deployment.

Dual Microphone Il Analog-Digital
e

12-Hour Talk Time

(Wireless Only)

Key Features

4.3-inch full-color touchscreen, 480x480 resolution, 260Hz refresh rate.

Powered by a dual-core 1.0GHz processor with 256MB SPI Flash.

Full IP network architecture:

— Wired units support daisy-chain, ring, and star topology via switches.

— Wireless units support 2.4G/5.8G Wi-Fi 6 connectivity.

Dual 14mm gold-plated electret mic array, with selectable features (only one active at a time):

— Adjustable pickup angles (45° 60° 120°)

- Low-frequency enhancement

- Digital-analog backup

Built-in Al-based noise cancellation (ANC) to suppress desk tapping, coughing, paper flipping, etc.
Customizable multilingual Ul, either individually or via centralized host settings.

Supports speech, sign-in, voting, video tracking, Refreshment requests, and simultaneous interpretation.
Wireless units feature 8000mAh lithium-polymer battery, offering up to 12 hours of talk time;Supports magnetic base
quick charging and USB Type-C PD fast charging.

Chairman unit:

— Controls delegate microphones (approve/mute)

— Displays speaker names, seat numbers, and waiting list

— One-touch control to mute all or individual speakers

Individual gain, EQ, AGC settings adjustable via the conference host.

Supports assigning units as host, chairman, or delegate via the conference host.

Custom standby and background images supported.

Auto pop-up alerts for fire alarms; auto-dismissed after alarm is cleared.

Sealed waterproof connector tail design to prevent moisture ingress.

3.5mm headphone jack available on wired units for listening to other speakers or interpretation channels.

PRODUCT INTRODUCE

LCN-8003C-L/LCN-8003D-L/LCN-8003CW-L/LCN-8003DW-L
Gooseneck Microphone Units

Recommended Uses

Perfect for formal meetings, government chambers, and multilin-
gual conferences where flexible mic control, long battery life,

ANC, and precise voice clarity are essential.

8
Dual-Band Wi-Fi

Key Features

4-inch full-color touchscreen, 480x480 resolution, 260Hz refresh rate.

Powered by a dual-core 1.0GHz processor with 256MB SPI Flash.

Full IP network architecture:

— Wired units support daisy-chain, ring, and star topology via switches.

— Wireless units support 2.4G/5.8G Wi-Fi 6 connectivity.

Al noise cancellation (ANC) helps suppress common distractions such as tapping, coughing, page-turning, and glass
clinks.

Customizable multilingual Ul, either individually or via centralized host settings.

Supports speech, sign-in, voting, camera tracking, Refreshment requests requests, and simultaneous interpretation.
Wireless units feature 8000mAh lithium-polymer battery, offering up to 12 hours of talk time; supports magnetic base
quick charging and USB Type-C PD fast charging.

Independent microphone adjustments via conference host for EQ, gain, AGC, and ANC.

Chairman unit :

Approve or mute delegate units

View current speaker name, seat number, and waiting list

— One-touch mute for all or selected speakers

— Configurable roles (host, chairman, delegate) via the conference host.

— Custom standby and background images supported.

Auto pop-up alerts for fire alarms; auto-dismissed after alarm is cleared.

Sealed waterproof connector tail to prevent moisture ingress.

3.5mm headphone jack available on wired units for listening to other speakers or interpretation channels.
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