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04 Applications Examples

A minimalist PA system based on standard SIP, ONVIF, MULTICAST, and HTTP API,

seamlessly integrating into diverse systems.ldeal for Schools, hotels, factories, and other

medium to large-scale projects.
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A minimalist PA system based on SIP, ONVIF,
MULTICAST, and HTTP API, seamlessly integrating
with various systems.
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071 what is SIPLink ?

SIPLINK series consists of a variety of different forms of network audio terminal, the system
can be used as an independent audio system, but also can be integrated with external
systems and platforms (such as video surveillance platform, internal communication system,

fire alarm system, etc.), linkage, operation, etc.

The SIPLINK family can interact with multiple systems in the same installation and provides a

variety of freedom of configuration for system design.

Standard Protocol Audio Management
It meets common standard
protocols such as SIP, ONVIF,

and Multicast

Upload, Download, Preview
Priority, Volume Control

Easy Usage Flexible Integration
Calendar View, Browser HTTP API
Interaction Control Input and Output

Stable & Reliable

Microphone Panel, MIC, Line, ARM Architecture, Linux
Bluetooth, Local Audio Files System

Audio Source Type

02 SIPLink Applications

The SIPLINK family can interact with multiple systems in the same installation and provides a

variety of freedom of configuration for system design.
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03 Full Range of Products

GEN-9102N

Network Paging Microphone

GEN-3101A01
IP Audio Bridge

1.Custom Shortcut Keys
2.Multicast Zoning
3.Calendar Scheduler
4.HTTP Command Publishing

1.Built-In Power Output
2.Simplified Wiring With PoE
3.Versatile I/O Expansion

GEN-3001A03

Network Audio Interface

GEN-2001
Network Paging Gateway

1.Simplified Cabling With PoE
2.Versatile /O Ports

3.2 Customizable Keys

4. Audio Input/Output

5.Multiple Audio Inputs Conversion
6.Flexible Installation Options

1.High Power Output
2.Simplified Cabling With PoE
3.Versatile /O Ports

4.2 Customizable Keys
5.Audio Input/Output
6.Flexible Installation Options

Products Spec Sheet(DC24V,POE)

Product Model

Product

Amplifier Power

Max SPL

Frequency Response
Audio Codec Format
Multicast Address

File Storage

Network Interface
Network Protocol

Control Input

Control Output

Audio Input

Protection Rating
Operating Temperature
Product Dimensions(mm)

Product Weight(kg)

GEN-6392A01 GEN-6212A01 GEN-6011A03 GEN-6213A01 GEN-6191A03/06/12
. _
H Y JJ
- -E’ J
15W 20W 30W 4 x 3W 30W/60W/120W
121dB 101dB 103dB 95dB 36dB/102dB/107dB
100Hz-15KHz
280Hz-12.5KHz 100Hz-18KHz 100Hz-18KHz 100Hz - 16KHz 80Hz-18KHz

Opus. PCMU. PCMA. G.722 automatic voice codec recognition
20 multicast addresses
Up to 20 files (maximum capacity 80MB), file formats WAV/MP3
T00BASETX, RJ45 interface

TCP/IP,UDP,HTTP,RTP,ARP,RTSP,ICMP,NTP,SIP,ONVIF

2 control inputs, dry contact signal 1
1 control output, supports digital signal or DC12V 1 control output, /
output supports digital signal
1 audio input, supports MIC/LINE input, with 12V phantom power, web LINE i
input
controlled
P66 / P66 / IPX5
-40-70°C -30-60°C -30-60°C -10~50°C -10-55°C
222%162%281 ®204x167 193%151.5%292 ®180x120.5 140*1309*12696/436/
1.6 1.9 2.4 0.63 1.69/2.56/6.85

Products Spec Sheet(DC24V,POE)

Product Model

Product

Amplifier Power

Max SPL

Frequency Response
Audio Codec Format
Multicast Address

File Storage

Network Interface
Network Protocol

Control Input

Control Output

Audio Input

Protection Rating
Operating Temperature
Product Dimensions(mm)

Product Weight(kg)

GEN-6393A01/A03

GEN-6214A01 GEN-6013A01 GEN-3102A03

D e E =

15W/30W 2+6W 2%10W. 2x30W
116dB/121dB 98dB 98dB /
400Hz-7KHz 140Hz-20KHz 140Hz-20KHz 100Hz-20KHz

Opus. PCMU. PCMA. G.722 automatic voice codec recognition
20 multicast addresses
Up to 20 files (maximum capacity 80MB), file formats WAV/MP3
T00BASETX, RJ45 interface
TCP/IP,UDP,HTTP,RTP,ARP,RTSP,ICMP,NTP,SIP,ONVIF
1 control input 2 control inputs

1 control input 2 control inputs

1 control output / / 1 control output
/ / LINE input MIC/LINE input
P66 / / /
-20-60°C 0-50°C 0-50°C =0=50r°C
232%163%222
28242044287 ®186x113 130%124%214 366x123+55
1.3/1.95 1.25 21 1.6



