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Solution Benefit

SPON Auto-Follow Tour Guide System delivers seamless guided-audio for showrooms, exhibition halls, museums, and similar venues,
using Auto-Following speakers and wireless microphones with plug-and-play power, zero pairing, and real-time low-latency voice—so
narration stays clear as the presenter moves.
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Speakers automatically follow the Speaker supports multiple power supply Devices connect automatically at power- Ultra-low latency keeps the voice natural
presenter’s position, keeping narration options PoE or DC power for simplified on—no pairing steps or software setup and synchronized while walking,
continuous along the route. No manual wiring and quicker installation on-site. needed for daily operation. maintaining clear guided explanations.
switching is required during the tour.

Pain Points

Voice Dropouts Manual Zone Switching

As the guide moves, narration often becomes
uneven—some visitors hear clearly while
others miss key points. Repeating explanations
slows the tour and reduces engagement.

Traditional multi-speaker setups require staff to
switch zones or trigger different audio sources

during the walk. This creates interruptions and

“dead moments” in the explanation.

Inconsistent Coverage Complicated Setup

Large halls and changing routes make it hard
to maintain stable coverage with fixed
speakers. Visitors at the edge of a zone may
hear weak, unclear speech.

Systems that require pairing, apps, or repeated
configuration increase installation time and daily
operating mistakes. This becomes painful when
routes or exhibits change frequently.

Solution Overview

Voice following venues such as showrooms, exhibition halls, and museums need continuous narration as the guide
moves, without dropouts or manual zone switching.
SPON Auto-Follow Tour Guide System uses Auto-Following speakers and wireless microphones with plug-and-play

connection and real-time low latency, keeping guided audio clear and consistent across changing routes.
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PLUG-AND-PLAY START

Devices connect automatically at power-
on with no pairing or software setup.

ULTRA-LOW LATENCY
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Real-time voice delivery keeps speech
natural while walking and interacting.
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Intelligent Auto-Following Audio

[ seamless Handover [¥ No Manual Switching

Speakers automatically follow the presenter’s microphone position, keeping
narration continuously reinforced along the route—without manual switching or

“voice dropouts.”
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Zero-Configuration Operation

[ Power-On Ready [¥ No App Needed

Devices connect microphone automatically at power-on with no software setup

required, making daily operation truly “start and go.”
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Fast Plug-And-Play Installation

[ simplified Wiring [ Quick Deployment

The system supports PoE or DC power, enabling quick deployment without

complex wiring and helping shorten on-site installation time.
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Real-Time Voice

[ Under-10ms Delay [ Natural Experience

Ultra-low latency keeps audio delay under 10 ms, so speech remains natural
while walking and interacting.
Clear voice tuning supports intelligible guided narration in real environments.
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Flexible Networking & Scaling

[V Easy Expansion [V Smart Networking

Supports smart networking with both wired and wireless communication
methods, reducing configuration effort and making it easy to extend coverage by

adding more speaker points.
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Minimal Components, Easy
Maintenance

[ Fewer Device [ Easier Support

The system is streamlined with only speaker endpoints and microphone
transmitters—no extra amplifiers or separate receiver units—making

maintenance and troubleshooting simpler for integrators.
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